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Description: 
SLU002 is a double-sided bright white matte top coated with block out to produce colorful 2-sided printing. The perfect solution for trade 
show displays, posters, double sided window graphics, and snap-in sign stands requiring two-way traffic. SLU002's block out layer gives your 
graphic image "POP" with no wash-out from light penetrating your print. The extremely scratch resistant top coat allows the user to skip the 
lamination process increasing production time and lower cost. Economical, Tear resistant, Durable and 100% opaque. No Lamination 
Required. Ink Compatibility:  Eco-Solvent / Latex / UV 
 

           Applications: 
 Low Cost Roll-Up Displays 

 Banner Stands 

 POP-IN Displays 

 Sign Stands 

 “Push-Pull” Window Graphics 

 Trade Show Displays 

 Hanging Signs 
 

Specifications: 
 Base Material: Polypropylene                                                 

 Base Weight:   220gsm +/- 10% 

 Basis Caliper:   11mil +/- 1 

 Opacity:   100 

 Gloss (@60⁰): 13 +/- 10% 

 Whiteness:   93 (CIE Ganz) 

 Brightness:   90 (ISO Blue Whiteness) 

 Finish:   Matte   

 Core Size: 3” 

 Widths: 36”/ 60” Length: 100’ 

 Ink Compatibility:  Eco-Solvent / Latex / UV 

 Durability: Indoor: 1 Year Outdoor: 6 Months 

 
Storage:  
Store in a controlled environment, approximately 70°F (21°C) +/-10°F and 50% RH +/- 10%, free from dust and direct sunlight in original 
packaging until ready for use. Shelf life 12-15 months under these conditions. After printing return unused media to original polyester 
bag/packaging for storage.  
 
Printing: 
When printing use a high resolution setting (720dpi or higher) to optimize print quality. As with all inkjet media, we recommend this product 
be calibrated for optimum quality during printing. Actual results will vary depending on proper ink limitation, printer and rip settings and 
color management used. 
  
Finishing: 

NO LAMINATION REQUIRED. 
 


